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[S]: Surface mol

Washable

SH-7000
ePositions: 10 or 16
eCode: Real, complement or gray
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5V DC
®7.1mm square

Washable

SA-5000
ePositions: 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5V DC
e11mm square

[s]

CHP (Half pitch)
ePositions: 2, 4 or 8
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC
©5.9x4.6~12.1x4.6 mm

Slide switches
[s]

*

CJs
eldeal for replacing jumper pins
eCircuits: 1; On-On, On-Off-On
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC

[s]

CMS
oCircuits: 2 or 4; On-On and more
eContact Rating:
Non-switching 100mA 50VDC
Switching 100mA 12VDC

available

[S]
DRS/DRR/SMR/SMRR

ePositions: 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 30mA 15VDC
7.5mm square

Washable

S-8000
ePositions: 8
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5VDC
e7.2mm square

[s] Washable

CFS (Full pitch)
ePositions: 1 ~ 10 available
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC

6.4 x 3.95 ~ 2.69 x 4.5 mm
[S] Washable
CAS

eldeal for replacing jumper pins
Circuits: 1, 2 or Dual; On-On
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC

Cus
oCircuits: 1 or 2; On-On and more
eContact Rating:
Non-switching 100mA 50VDC
Switching 300mA 4VDC

A

DIP Rotary switches

S-4000

ePositions: 10

eCode: Real

eContact Rating:
Non-switching 100mA 50V DC
Switching 10mA 2.4V DC

4.8 mm square

Washable

S-1000A/2000A
ePositions: 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5VDC
10mm square

Washable

74 0,
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RD
ePositions: 8 or 12
eCode: Real or complement
eContact Rating:

Switching 1A 30VDC
©17.8x12x17.8mm

s

CFP (Full pitch)
ePositions: 2, 3, 4, 5, 6, 8 or 10
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC
8.6 x7.5~22.8x6.7mm

CL-SA
eCircuits: 1; On-On
eContact Rating:
Non-switching 500mA 50V DC
Switching 500mA 12VDC
eSide by side mounting possible

s

%

CSs
oCircuits: 1; On-On, On-Mom and more
eContact Rating:
Non-switching 100mA 50VDC
Switching: 100mA 12VDC

SA-7000
ePositions: 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5V DC
7.2mm square

[s] Washable

SC-1000/2000
ePositions: 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50VDC
Switching 100mA 5VDC
o10mm square

DIP switches

CVS (1mm pitch)
ePositions: 1,2, 3,4 0r8
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 6V DC, 25mA 24VDC
04.7x2~9x1.45mm

[s] Washable

CYP (Full pitch)
ePositions: 2, 4, 6, 8 or 10
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC
6 x 6.48 ~26.8 x 5 mm

CL-SB
eCircuits: 1 or 2; On-On, On-Off-On
eContact rating:
Non-switching 200mA 50V DC
Switching 200mA 12VDC
eGold/silver contacts, Wide variety lineup

S

MFS

oCircuits: 1, 2 or 4; On-On and more
eContact Rating: Refer to webpage
eShorting or Non-shorting contacts

eWide variety of current ratings

Washable

S-7000
ePositions: 6, 10 or 16
eCode: Real or complement
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5V DC
o7.2mm square

SD-1000/2000

ePositions: 10 or 16

eCode: Real or complement

eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 5VDC

o10mm square

[s] Washable

CHS (Half pitch)
ePositions: 1, 2, 4, 6, 8 or 10
eContact Rating:
Non-switching 100mA 50V DC
Switching 100mA 6V DC, 25mA 24VDC
05.4x25~14.3%x2.5mm

CES (Full pitch)
ePositions: 2, 4, 6, or 8
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 6VDC, 25mA 24VDC
10 x7.66 ~22.9 x 10 mm

CRFS
eDC~1GHz frequency spectrum
eCircuits: 2; On-On, On-On-On
eContact rating:
Non-switching 100mA 50V DC
Switching 100mA 12VDC

Washable

ASE

eCircuits: 1 or 2; On-On, On-Off-On

UL recognized

eContact Rating: UL)50mA 48 VAC/DC

eTeminal style : 0.2"/0.3" right angle,
or straight PC eGold Contacts




Slide Switches

AS

oCircuits: 1 or 2

eCircuits: On-On, On-Off-On

eContact Rating: 50mA 60 VAC/DC

eTeminal style : 0.2"/0.3" right angle,
or straight PC eGold Contacts

Washable

S§S-10/S8-2050

#SS-10: 1 pole 5, 6, 7 position; 2 pole
3 position / S-2050: 1 pole 4 position

eContact Rating:
Non-switching 100mA 50VDC
Switching 100mA 5VDC

©10mm square

8SS

ePoles: 1 or2

eCircuits: On-On; On-Off-On
eContact Ratings: Silver: 6A 125VAC
e UL recognized

oPC or solder lug terminals

Washable

RS/RG
ePoles: 1,2,3,4,50r 6
ePositions:
1~ 3 pole: 2 thru 12 Contacts
4 ~ 6 pole: 2 thru 6 Contacts
eContact Rating: 1A 30VDC
eShorting or non-shorting

llluminated switches (Pushbutton)

q\i : '
‘
CFPB

oCircuit: SPST Off-Mom

eContact Rating: 5mA 20VDC

eRed, orange, yellow or green LED

e6mm, 9mm, 11mm and 12mm
square cap sizes / Red, orange,
white/clear, blue, green and yellow
colored caps available

@ Washable

CF-CA

ePoles: 1

o Circuit: Off-Mom

eContact Rating: 50mA 32VDC
eGold or silver contacts

eGull wing right angle SMT terminals
#3 actuator lengths availablels

CF-PD
ePoles: 1

o Circuits: Off-Mom

eContact Rating: 1VA 48VDC
ePanel mount

©J.S.T. ZHR-2 Connector

wr

CF-DA

ePoles: 1

oCircuit: Off-Mom

eContact Rating: 100mA 30VDC
#Quick connect terminals
eSnap-in panel mount

w

LTM/LTR

oCircuit: SPST Off-Mom

eContact Rating: LTR 10mA 12VDC
LTM 50mA 48VDC

ellluminated or non-illuminated

eRed, blue, yellow or green LED

eNormal or bright LED

eWide variety of cap styles, colors

Pushbutton switches

FP/CFP2

ePoles: 1 or2

o Circuits: On-Mom

eContact Rating: 0.4 VA, 28 VDC

eRight angle, vertical or straight PC
terminals eGold Contacts

eTerminal pins: Kinked/Straight

8 Series

ePoles: 1,2,3 or 4
eSplashproof option
oCircuits: On-On; On-Mom
eSolder lug or PC terminals

Toggle switches

FT/CFT2

ePoles: 1 or 2

Circuits: On-Mom; Mom-Off-Mom;
On-On; On-Off-On

eContact Rating: 0.4 VA, 28 VDC

eTerminal style: Right angle, vertical or
straight PC eGold contacts

eTerminal pins: Kinked/Straight

Rotary selector switches

[s] Washable

CS-32

ePoles: 1 ePositions: 3

eContact Rating:
Non-switching 0.5 VA
Switching 100mA 16 VDC

3.4mm square

o1 pole 10 position; 2 pole 5 position;
3 pole 3 position; 4 pole 2 position

eContact Rating: 500 mA 125VAC

#36° angle of throw

e16mm diameter

eVariable stopper available

TP/TPL

oCircuit: DPDT On-Mom or On-On

eContact Rating: 0.1A30VDC

ellluminated or non-illuminated

eAlternate action option

eRed, yellow or green LED

eWide variety of cap styles and
colors

Washable

=
a

APE

ePoles: 1 or 2

oCircuits: On-Mom

oUL recognized

eContact Rating: UL)50mA 48 VAC/DC

eTeminal style : 0.2"/0.3" right angle,
or straight PC  eGold Contacts

!

=

eContact Rating:
Silver: 3A 250 VAC; 6A 125VAC;
4A30VDC / Gold: 60mA 30VDC
eSnap-acting mechanism type available
eUL recognized and CSA certified

we

I

Washable

%ﬁ

ATE

ePoles: 1 or 2

eCircuits: On-On; Mom-Off-Mom; On-
Off-Mom; On-Off-On; On-Mom

oUL recognized

eContact Rating: UL)50mA 48 VAC/DC

eTeminal style : 0.2"/0.3" right angle,
or straight PC eGold Contacts

[s] Washable

CS-4
ePoles: 1 or 2 ePositions: 2, 3 or 4
eContact Rating:

Non-switching 0.5 VA

Switching 100mA 16 VDC
©4.5x5mm

[ Washable ]

MRB

ePoles: 1

ePositions: 3

eContact Rating: 0.4 VA 12VDC
#45° angle of throw

Tactile switches
[s] Washable

SMT1/TME1

ePoles: 1

o Circuit: Off-Mom

eContact Rating: 50mA 48VDC
#Gold or silver Contacts

oGull wing SMT terminals on SMT1
eStraight PC terminals on TME1
eSharp tactile feel

ePoles: 1 or 2
oCircuits:

On-Mom; Off-Mom; On-Mom
eContact Rating: 50mA 48 VAC/DC
eTeminal style : 0.2" right angle, or

straight PC eGold Contacts

Detect switches

[s]

CL-DA

ePoles: 1

Circuits: On-Mom; Off-Mom
eContact Rating: 100mA 12VDC
oGull wing SMT terminals

eSide actuated

[ Washable

._,,\w/s?sséi

ATE4/ATLE4

ePoles: 2 or 4

oCircuits: On-On; On-Off-On

eContact Rating: 50mA 48 VAC/DC

Teminal style : 0.2"/0.3" right angle,
or straight PC eGold Contacts

eLocking lever option

[s] Washable

CS-7
ePoles: 1 ePositions: 4
eContact Rating:
Non-switching 100mA 50 VDC
Switching 100mA 5VDC
©7.1x7.3mm

SRF

ePoles: 1

ePositions: 2, 3 or 4

eContact Rating
2 and 3 Positions: 6A 125VAC
and 3A 250VAC / 4 Positions: 3A
125VAC and 1A 250VAC

[s] Washable
[SMTE3]

SMT3/SMTE3

ePoles: 1

oCircuit: Off-Mom

eContact Rating: 30mA 24VDC
eGold or silver contacts
eJ-hook SMT terminals

eSharp tactile feel

@ ( Washable ]

CFPA

ePoles: 1

oCircuits: On-Mom

eContact Rating: 0.4 VA 28 VDC max
eRight angle gull wing terminals
*Gold Contacts

E

(OB

CL-DB

ePoles: 1

oCircuit: Off-Mom

eContact Rating: 1mA 5VDC
oGull wing SMT terminals
eHorizontal or vertical actuation

CT-TA

ePoles: 1

oCircuits: On-Mom; Mom-Off-Mom;
On-Off-Mom; On-Off-On; On-On

eContact Rating: 50mA 48 VAC/DC

eRight angle SMT terminals

*Gold contacts

eReflow solderable/locking lever option



Toggle switches

8 Series
ePoles: 1,2,30r4
o Circuits: On-Mom; On-Off-On;

On-0On; Mom-Off-Mom; On-Off-Mom

oUL recognized and CSA certified

Lever/Rocker switches

ALE

ePoles and Circuits: 1 or 2,

eOn-Mom; On-Off-Mom; On-On;
On-Off-On; Mom-Off-Mom

eContact Rating: 50mA 60VAC/DC

eGold contacts

eStraight or right angle PC terminals

eUL recognized

SL10K
ePoles and circuits: 2, On-Off
eContact Rating: 10A 125/250VAC
eHigh inrush ratings:
60A and 100A at 125/250 VAC
eQuick connect terminals
oUL recognized, CSA and VDE
certified

eSolder lug or PC terminals
eContact Rating:
Silver: 3A 250VAC; 6A 125VAC;
4A 30VDC; Gold: 25mA 20VDC
eWide variety of actuators

8 Series
ePoles and Circuits: 1 thru 4, On-On;
On-Off-On; Mom-Off-Mom; On-Mom
eSolder lug or PC terminals
eContact Rating:
Silver: 3A 250VAC; 6 A 125VAC;
4A 30VDC; Gold: 25mA 20VDC
eUL recognized and CSA certified

SLE10K
ePoles and circuits: 2, On-Off
eContact Rating:

10A 125VAC; 6A 250VAC
eHigh inrush ratings:

60A at 125VAC, 36A at 250 VAC
*Quick connect terminals
eUL recognized, CSA, VDE certified

[S]: Surface mounwable

8]
ST-5
eTurns: 14

eResistance range: 10 Q~2 MQ
eResistance tolerance: £+10%

ePower rating: 0.25W(70°C), 0W(120°C)
oGull wing SMT terminals

eTop adjustment or side adjustment

Washable
CT-6
eTurns: 1

eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%
ePower rating: 0.5W (70°C), 0W (120°C)
eStraight PC terminals

eTop or side adjustment

@ Washable

ST-7

eTurns: 3

eResistance range: 50 Q~1MQ
eResistance tolerance: £20 %

ePower rating: 0.25W(70°C), 0W(125°C)
eJ-hook or gull wing SMT terminals
eTop adjustment

Washable

CT-94
eTurns: 18
eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%
ePower rating: 0.5W(70°C), 0W (125°C)
eStraight PC terminals

eTop or side adjustment

v

ET N

ePoles: 1,2,3,40r6

eMultiple circuit options

eContact Rating: 3A 125VAC thru
30A 125VAC; 3A 250 VAC thru
25A 250 VAC

eSolder lug, quick connect and
screw terminal options

Rocker switches

SLP8A

ePoles and circuits: 1, Off-On
eContact Rating:
8A 127VAC; 4A 250VAC
#Quick connect terminals
eCompact size and long life
eUL recognized, CQC and ENEC
certified

L

SLA215K

ePoles: 2

oCircuit: On-Off

eContact Rating: 15A 125/250VAC

eSolder and quick connect terminal

oUL recognized, CSA and ENEC
certified

[S] Washable

ST-2

eTurns: 1

eResistance range: 100 Q~1 MQ
eResistance tolerance: +20%

ePower rating: 0.1W(70°C), 0W(125°C)
eJ-hook SMT terminals

eTop adjustment

Washable

SM-3/31

eTurns: SM-3 have 11 turns; SM-31
have 5 turns

eResistance range: 50 Q~2 MQ

eResistance tolerance: +20 %

ePower rating: 0.125W (70°C), 0W (150°C)

eJ-hook or gull wing SMT terminals

e Top adjustment or side adjustment

Washable

/

CT-9

eTurns: 18

eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%
ePower rating: 0.5W(70°C), 0W (120°C)
eStraight PC terminals

eTop or side adjustment

Lever switches
’ ﬁl |
{ }
CF-LD
ePoles: 1

oCircuit: On-On

eContact Rating: 0.4 VA, 28 VAC/DC

eStraight, right angle or vertical PC
terminal eGold Contacts

eUltra-miniature

bl

SLE6/SLE10

ePoles and circuits: 1 or 2, On-Off

eContact Rating: 6A 125VAC; 4A
250VAC/10A 125VAC; 5A 250 VAC

eRight angle PC, solder lug or quick
connect terminals

eUL recognized, CSA, VDE and
SEMKO certified

CF-LA

ePoles and circuits: 1 or 2, On-Off

eContact Rating: 16A 125/250VAC

eHigh inrush ratings: 160 A

eStraight PC, right or left angle PC,
solder lug or quick connect terminals

eUL recognized, CSA, VDE and
SEMKO certified

[S] Washable

Ry

ST-32

eTurns: 1

eResistance range: 10 Q~2 MQ
eResistance tolerance: +20 %

ePower rating: 0.125W (70°C), 0W (125°C)
eJ-hook or gull wing SMT terminals
eTop adjustment or side adjustment

@ Washable

SM-42/43

eTurns: SM-42 have 11 turns; SM-43
have 5 turns

eResistance range: 10 Q~2 MQ

eResistance tolerance: +10%

ePower rating: 0.25W (85°C), 0W(150°C)

eJ-hook or gull wing SMT terminals

eTop adjustment or side adjustment

Washable

CT-20

eTurns: 15

eResistance range: 10 Q~5 MQ
eResistance tolerance: +10%
ePower rating: 0.5W(70°C), 0W (120°C)
eStraight PC terminals

eSide adjustment

Lever/Rocker switches
Washable
|
k.

ePoles and Circuits: 1 or 2,
On-Mom; Mom-Off-Mom; On-Off-
On; On-On; Mom-Off-On; Mom-
On; On-Off-Mom eGold contacts

eContact Rating: 0.4VA, 28VVDC

eStraight or right angle PC terminals

SLE210K
ePoles and circuits: 2, On-Off
eContact Rating: 10A 125/250 VAC
eHigh inrush ratings:
60A and 100A at 125/250VAC
el eft or right angle PC, solder lug or
quick connect terminals
eUL recognized, SEMKO certified

HLS

ePoles: 1,2 0r3

oCircuits: On-On; Off-On

eContact Rating: 8A 125VAC; 12A
125VAC; 5A 250 VAC; 6A 250 VAC

eSolder or quick connect terminals

eUL recognized and CSA certified

[S] Washable

ST-4/42

eTurns: 1

eResistance range: 10 Q~2 MQ

eResistance tolerance: +20 %

ePower rating: 0.25W (70°C), 0W (125°C)

eStraight PC or J-hook or gull wing
SMT terminals

eTop, rear or side adjustment

3'4/ /
BhE 1; : //

&

FT-63

eTurns: 1

eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%

ePower rating: 0.5W (70°C), 0W (125°C)
eStraight PC terminals

oTop or side adjustment

Wl

\Washable

T™-7

eTurns: 3

eResistance range: 50 Q~2 MQ
eResistance tolerance: £10%
ePower rating: 0.5W (70°C), 0W(120°C)
eStraight PC terminals

eTop or side adjustment



Washable

RJ-4

eTurns: 1

eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%
ePower rating: 0.5W (70°C), 0W(120°C)
eStraight PC terminals

eTop or side adjustment

Washable

RJ-5

eTurns: 14

eResistance range: 10 Q~2 MQ
eResistance tolerance: +10%
ePower rating: 0.25W (85°C), 0W (120°C)
eStraight PC terminals

eTop or side adjustment

Pressure
Sensors

The products indicated by % mark on the upper
right are made to order. Contact us separately.

P-8305/P-8505
ePressure range

P-8305: 0~10 kPa

P-8505: 0~1000 kPa
eCorrosive gases and liquids
ePower: 1.5mA DC

s
ce

PA-800
ePressure range:

0~981 kPA; 0~-98.1 kPa
eCorrosive gases and liquids
eOutput: 1~5 VDC
ePower: 12~24 VDC

Washable

e
(o

eTurns: 1

eResistance range: 10 Q~5 MQ
eResistance tolerance: +10%
ePower rating: 0.5W (70°C), 0W (120°C)
eStraight PC terminals

eTop, rear or side adjustment

Resettable circuit fuses

HE e

1250 [

P.R.C.P.

ePolymer PTC thermistor

eSlow properly to trip, and not respond
at surge or rush current

eMax. Voltage: 6~72VDC, 240VAC

eHold Current: 0.05~13A

eSMT/Radial leaded types available

eUL recognized, TUV certified

[ Washable ]

( Washable ]

RJ-9

eTurns: 18

eResistance range: 10 Q~5 MQ
eResistance tolerance: £10%
ePower rating: 0.5W (70°C), 0W (120°C)
eStraight PC terminals

eTop or side adjustment

C-FAP

eIntegrated MOSFET and current
detection circuit; 1 or 2 per package

eFast response; Less than 1 psec

eDFN; small SMT package

eImpulse voltage: 250~850 V max

eSmall energy consumption (100nJ)
eUL recognized

Pressure transducer modules

P-2000

ePressure range: 0~981 kPa
eNon-corrosive gases
ePower: 1.5mA DC

Pressure transducers with Amp.

N
P-7100
ePressure range:

100 kPa~1.0 MPa; 0~133.3 kPa abs.
eCorrosive gases and liquids
oQutput: 0.5~4.5 VDC
ePower: 5:0.5 VDC

PA-838-D
ePressure range:

0~100 kPa differential
eCorrosive gases and liquids
eOutput: 4~20 mA
ePower: 24 VDC

cAus
ce

PA-20
ePressure range:

0~-100 kPa; -100~300 kPa
eNon-corrosive gases
oQutput: 1~5 VDC
ePower: 10.8~30 VDC

PA-830/838

ePressure range: 0~-98.1 kPa;
0~98.1 kPA absolute (PA-830),
0~981 kPa (PA-838)

eCorrosive gases and liquids

oOutput: 1~5 VDC/4~20 mA

ePower: 12~24 VDC/24 VDC

PA-860/868

eFor high pressure media

ePressure range: 0~35 MPa

eHydraulic oil

eOutput: 1~5 VDC for PA-860
4~20 mA DC for PA-868

ePower: 12~24 VDC

PA-9205/928S
eldeal for gas feed line
ePressure range:

0~1 MPa; -0.1~1 MPa
eCorrosive gases and liquids
eOutput: 1~5 VDC/4~20 mA
ePower: 12~24 VDC/24 VDC

PA-930

eSuitable for high temp. media (150°C)

ePressure range: 0~1000kPa;
-100~300kPA; 0~-100kPa

eCorrosive gases and liquids

eOutput: 1~5 VDC

ePower: 12~24 VDC

P-3000S

ePressure range: 0~686 kPa; 0~+98.1
kPa differential; 0~98.1 kPa absolute

eNon-corrosive gases

ePower: 1.5mADC

eTurns: 1

eResistance range: 10 Q~5 MQ
eResistance tolerance: +10%
ePower rating: 0.75W (70°C), 0W(120°C)
eStraight PC terminals

eTop or side adjustment

ePanel mount version available

Attenuators

T2114/T2710

eStep type variable attenuator

oCircuit: Unbalanced type (T2710);
Unbalanced/Balanced type (T2114)

eInpedance: 600 Q

eFrequency: DC ~150 kHz

eAttenuation value: 0.5,1,2,4,8dB;
15.5dB total/1,2,4,8,16dB; 31dB total

P-8300

ePressure range: 0~981 kPa;
0~98.1 kPa absolute

eCorrosive gases and liquids

ePower: 1.5mADC

PA-500

ePressure range: 0~3.5 MPa;
0~-100 kPa; -100~300 kPa;
0~100 kPa absolute

eCorrosive gases and liquids

eOutput: 1~5 VDC/4~20 mA

ePower: 10.8~30 VDC/24 VDC

PA-840/848 =

eWith IP67 degree of protection

ePressure range: 0~3.5 MPa;
-0.1~0.35 MPa; 0~0.1 MPa abs.

eCorrosive gases and liquids

oOutput: 1~5 VDC/4~20 mA

ePower: 10.8~26.4 VDC/21.6~26.4 VDC

*

PA-930-A

eSuitable for high temp. media (150°C)
ePressure reference: Absolute
ePressure range: 0~200kPa abs.
eCorrosive gases and liquids
eOutput: 1~5 VDC

ePower: 12~24 VDC

PA-750/758

ePressure range: 0~3.5 MPa;
0~-100 kPa; -100~300 kPa;
0~100 kPa absolute

eCorrosive gases and liquids

eQutput: 1~5 VDC/4~20 mA

ePower: 10.8~30 VDC/24 VDC

PA-850/858

ePressure range: 0~1000 kPa; 0~-100
KPA; -100~100 kPa (PA-850 only);
-100~300 kPa; 0~100 kPA abs.

eCorrosive gases and liquids

eOutput: 1~5 VDC/4~20 mA

ePower: 10.8~30 VDC/24 VDC

s
ce

(*Purchased items)

PA-97:%-S

oWide variety for middle-high pressure range

ePressure range: 0~80 MPa

eCorrosive gases and liquids

eOutput: 1~5/0.5~4.5/0~5/0~10 VDC
/4~20 mA

ePower: 9~36 VDC/5 VDC/14~36 VDC



Pressure switches

B“ us

ce @

PS20

ePressure range: 0~-100 kPa;
-100~300 kPa compound

eNon-corrosive gases

e0One switch output

ePower: 10.8~30 VDC

PS8
ePressure range:

0~981 kPa; 0~-98.1 kPa
eCorrosive gases and liquids
eTwo switch output
ePower: 12~24 VDC
eTwo LED indicators

A\
ce

(*Purchased items)

eWide variety for middle-high pressure range

ePressure range: 0~80 MPa

eCorrosive gases and liquids

eTwo or one switch output

eOutput: 1~5/0.5~4.5/0~5/0~10 VDC
/4~20 mA

ePower: 9~36 VDC

PG-35L

eSuitable for high vacuum pressure
ePressure range: -100~1000 kPa
eCorrosive gases and liquids

eTwo switch output

eOutput: 1~5 VDC

ePower: 10.8~30 VDC

o3 digit LED display

Pressure Indicators
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PZ-30

eInput signal: 1~5V or 4~20 mA
eTwo switch output

eOutput: 1~5 VDC or 4~20 mA
ePower: 10.8~30 VDC

3 digit LED display

Sensing potentiometers

JT22

eOptical contactless

eTurns: Single

eEffective electrical angle: 120° or
320°

elinearity: +3%

eOutput voltage: +0.5~+4.5 V

eRotational life: 100,000,000 cycles

PS6
ePressure range:

0~1000 kPa; 0~-100 kPa
eNon-corrosive gases
eTwo or one switch output
eAnalog output: 1~5 VDC
ePower: 12~24 VDC
o2 digit LED display

E“ us

PS83

ePressure range: 0~981 kPa;
0~-98.1 kPa; 0~98.1 kPa abs.

eCorrosive gases and liquids

eTwo switch output

ePower: 12~24 VDC

eTwo LED indicators

Pressure gauges
w
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PG-20
ePressure range:
0~1.0 MPa; -0.1~1.0 MPa
eCorrosive gases and liquids
eTwo or one switch output

eOutput: 1~5 VDC
ePower: 12~24 VDC
3.5 digit LED display
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PG-75

ePressure range: -100~100 kPa and -0.1
~3.5 MPa; 0~100 kPa and 0~3.5 MPa

eCorrosive gases and liquids

eTwo switch output

eOutput: 1~5 VDC or 4~20 mA

ePower: 10.8~30 VDC

3.5 digit LED display

PZ-200

elnput signal: 1~5V or 4~20 mA
eFour switch output

eOutput: 4~20 mA

ePower: 10.8~30 VDC

#3.5 digit LCD display

JT30

eOptical contactless

eTurns: Single

eEffective electrical angle: 120° or
340°

elLinearity: +1.5% or 2.0%

eOutput voltage: +0.5~+4.5 V

eRotational life: 200,000,000 cycles

PS40
ePressure range:

0~1000 kPa; 0~-100 kPa
eNon-corrosive gases
eTwo or one switch output
eAnalog output: 1~5 VDC
ePower: 10.8~30 VDC
eTwo LED indicators

PS85
ePressure range:

-100~-1000 kPa; 0~100 kPa abs.
eCorrosive gases and liquids
eTwo switch output
ePower: 10.8~30 VDC
eTwo LED indicators

s
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PG-30
ePressure range:
-100~1000 kPa
eNon-corrosive gases
eTwo switch output
eQOutput: 1~5 VDC
ePower: 10.8~30 VDC
3 digit LED display

PG-200/208

ePressure range: 0~1000 kPa; 0~-100
kPa; 0~-100 kPa abs. (PG-200 only)

eCorrosive gases and liquids

eTwo or one switch output

eOutput: 0~1 VDC or 4~20 mA

ePower: 10~24 VDC; 5~10 VDC (PG-
200 only) or 3.6 VDC lithium battery

3.5 digit LCD display

Liquid leak sensors
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WL10

eUnique one piece detector

eTwo housing materials:
Polypropylene (PP) for use in
water, Perfluoroalkoxy alkane
(PFA) for use with corrosive fluids

ePower: 12~24 VDC

®2 or 4 meter cable leads

s “Ww
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J40S/J45S/J508
eWirewound

eTurns: Single

eEffective electrical angle: 350°,
353°, 355°

elLinearity: 0.15% or 0.10%

eResistance range: 500~50K Q

eRotational life: 1~10 million cycles

PS30

ePressure range:
-100~1000 kPa

eNon-corrosive gases

eTwo switch output

ePower: 12~24 VDC

2.5 digit LED display

PS86

eFor high pressure media
ePressure range: 0~35 MPa
eCorrosive gases and liquids
eOne switch output

ePower: 10.8~30 VDC

eTwo LED indicators

PG-35
ePressure range:

-100~1000 kPa; 0~100 kPa abs.
eCorrosive gases and liquids
eTwo switch output
oQOutput: 1~5 VDC
ePower: 10.8~30 VDC
o3 digit LED display
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PS60

ePressure range: -100~1000 kPa
eNon-corrosive gases

eTwo switch output

ePower: 12~24 VDC

o3 digit LED display

oDIN rail mountable

eSuitable for high vacuum pressure
ePressure range: -100~10 kPa
eCorrosive gases and liquids

eTwo switch output

ePower: 12~24 VDC

eTwo LED indicators

PG-35H
eFor high pressure media
ePressure range: -0.1~35 MPa
eCorrosive gases and liquids
eTwo switch output

eOutput: 1~5 VDC

ePower: 10.8~30 VDC

o3 digit LED display

Handheld digital manometers

PG-100N

ePressure range: -100~1000 kPa
compound

eNon-corrosive gases

ePower: 2 AAA batteries

3.5 digit LCD display

WJ: Wire wound type
[P]: Conductive plastic type

[Cl: Cermet type
[O]: Optical contactless type

w
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M22L10

eWirewound

eTurns: 10

eEffective electrical angle: 3600°
elLinearity: £0.2%

eResistance range: 1K~20K Q
eRotational life: 5 million cycles

HANDY MANORITER

Nidder

PG-100B

ePressure range: -100~1000 kPa
compound; 0~100 kPa absolute

eCorrosive gases and liquids

ePower: 2 AAA batteries

3.5 digit LCD display

D
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MC1003

eConductive plastic

eTurns: 3

eEffective electrical angle: 1080°
elLinearity: 1%

eResistance range: 5K~20K Q
eRotational life: 1 million cycles



Sensing potentiometers
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JC10

eTurns: 1

eEffective electrical angle: 324° +5°
elLinearity: +2%

eResistance range: 2K~20K Q
eRotational life: 5 million cycles

JCL/JCLB

eRectilinear type

eEffective electrical travel:
10~50mm/100~500mm

eLinearity: +0.5%

eResistance range: 1k~10 kQ

eRotational life: 20 million cycles
/4~20 million cycles

W
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JP-30B

eEffective electrical angle: 300° +1°
eLinearity: £0.5%

eResistance range: 500~100 kQ
eRotational life: 100,000 cycles

RE30E

elncremental

elnput voltage: 5 VDC or 24 VDC
eSquare wave, A, B and Z phase
eResolution: 100~1024 P/R

[e]

REC16/RES16
elncremental

elnput voltage: 5 VDC

eSquare wave, A and B phases
eResolution: 25 or 50 P/R
ePush switch option available

JC22E

eTurns: 1

eEffective electrical angle: 320° +5°
eLinearity: +1%

eResistance range: 1K~10K Q
eRotational life: 10 million cycles

JP-30

eTurns: 1

eEffective electrical angle: 300° +1°
elLinearity: +0.5%

eResistance range: 500~100 kQ
eRotational life: 3 million cycles

RE30E

elncremental

elnput voltage: 5 VDC or 24 VDC
eSquare wave, A, B and Z phase
eResolution: 100~1024 P/R

[¢]

REC16K/16L/16M

elncremental eDetent & smooth feel

elnput voltage: 5 VDC

eSquare wave, A and B phases

eResolution: 25 P/R

eSingle/double shaft; Push switch
option available

JC228

eConductive plastic

eTurns: 1

eEffective electrical angle: 340° +5°
eLinearity: +0.5%

eResistance range: 200~10K Q
eRotational life: 20 million cycles

JC30S/40S
eConductive plastic eTurns: 1
eEffective electrical angle:

343° +5°/ 345° £5%
eLinearity: +0.5% / +0.3%
eResistance range: 500~20K Q
eRotational life: 30 million cycles

Manual setting potentiometers

M-1303/1305

eTurns: 3 on M-1303 and 5 on M-1305

eEffective electrical angle: 1080° on
M-1303 and 1800° on M-1305

elLinearity: £0.5%

eResistance range: 100~20 kQ

eRotational life: 15,000 cycles
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M-22S10

eTurns: 10

eEffective electrical angle: 3600°
elinearity: +0.2%

eResistance range: 100~50 kQ
eRotational life: 25,000 cycles

Sensing rotary encoders

RE12

elncremental

eMiniature size

elnput voltage: 5VDC
eQuasi-sinusoidal A phase
eResolution: 100, 200 or 300 P/R

Manual setting rotary encoders

REC20/RES20
elncremental

elnput voltage: 5 VDC

eSquare wave, A and B phases
eResolution: 25 P/R

Joystick encoders
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CJ25

eJoystick, encoder and pushbutton
switch in one package

ePower supply: 5 VDC / 20 mA max

eResolution: 5 P/R (20 positioin)

eSquare wave, A and B phases

eJoystick: 4 or 8 direction

REC20D(W)/RES20D(W)
eincremental

elnput voltage: 5 VDC

eSquare wave, A and B phases
eResolution: 25 PIR

ePanel seal types (W) available

CRV16

eConductive plastic

eTurns: 1

eEffective electrical angle: 220° +10°
elinearity: +2%

eResistance range: 2K~10K Q
eRotational life: 500,000 cycles

M-22E10

eTurns: 10

eEffective electrical angle: 3600°
elinearity: +0.2%

eResistance range: 100~50 kQ
eRotational life: 25,000 cycles

o

RE12D

elncremental

eMiniature size

elnput voltage: 5VDC

eSquare wave, A and B phases
eResolution: 100, 200 or 300 P/R

]

RMS20

elncremental

elnput voltage: 5 VDC

eSquare wave, A and B phases
eResolution: 100, 250 or 256 P/R

cro Blowers
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TF037C-2100

eQOperating voltage range: 10~30 VDC

eRotation speed: 6,000~45,000 r/min

eMin. flowrate: 5 #/min

eStatic pressure: e.g. 4 kPa max.at
40,000 r/min, 80¢/min, at 24 VDC

eWith fixing leg eWeight: 94 g

eDriver set also available

TF037C-2000

eOperating voltage range: 10~30 VDC

eRotation speed: 6,000~45,000 r/min

eMin. flowrate: 5 £/min

eStatic pressure: e.g. 4 kPa max.at
40,000 r/min, 80¢/min, at 24 VDC

eWithout fixing leg

e\Weight: 90 g

TF037E-2000

eOperating voltage range: 10~30 VDC

eRotation speed: 6,000~45,000 r/min

eMin. flowrate: 5 #/min

eStatic pressure: e.g. 4 kPa max.at
40,000 r/min, 80¢/min, at 24 VDC

eWith fixing leg, and quick fastener
P14 (inlet / outlet) eWeight: 165 g

TF037F-2000

eOperating voltage range: 10~30 VDC

eRotation speed: 6,000~45,000 r/min

eMin. flowrate: 5 #/min

eStatic pressure: e.g. 4 kPa max.at
40,000 r/min, 80¢/min, at 24 VDC

eWeight: 72 g

eDriver set also available

TF029B-1000

eOperating voltage range: 12~27 VDC

eRotation speed: 10,000~50,000 r/min

eMin. flowrate: 10 #/min

eStatic pressure: e.g. 2 kPa at 36,000
r/min, 100¢/min

e\Weight: 55 g

eDriver set also available



rushless wr
DC Fans .;rzg

F16FB F16EA F17FA

eMiniature side flow fan eAir flow: 0.012 m*min eAir flow: 0.01 m*min
eAir flow: 0.012 m*min eStatic pressure: 4.7 Pa eStatic pressure: 6 Pa
eStatic pressure: 5.5 Pa eNoise: 3 db (A) eNoise: 5 db (A)

eNoise: 3 db (A) eRated voltage: 3.3 VDC eRated voltage: 3.3 VDC
eRated voltage: 5 VDC e16mm square o17mm square

F412R/F410T

F17HA F251R F310R eAir flow: 0.11 m¥min or 0.15 m¥min
oAir flow: oAir flow: oAir flow: e Static pressure: 15.0 Pa or 26.0 Pa F614T

0.015 m*min or 0.018 m*/min 0.04 m*/min or 0.05 m¥min 0.09 m*min or 0.06 m*min /10.0 Pa or 23.0 Pa eAir flow: 0.36 m*min
eStatic pressure: 10.0 Pa or 17.0 Pa e Static pressure: 20.0 Pa or 30.0 Pa e Static pressure: 14.0 Pa or 23.0 Pa eNoise: 16 db (A) or 23 db (A) / 12 eStatic pressure: 20 Pa
eNoise: 7 db (A) or 15 db (A) eNoise: 11 db (A) or 15 db (A) eNoise: 13 db (A) or 17 db (A) db (A) or 18 db (A) eNoise: 23 db (A)
eRated voltage: 5 VDC eRated voltage: 5V or 12 VDC eRated voltage: 5V or 12 VDC eRated voltage: 5V or 12 VDC eRated voltage: 4 V or 12 VDC
e17mm square 25mm square ©30mm square e41mm square / 40mm square e50mm square

Polygon mirrors and scanner motors

Polygon Mirrors

eNo.1 in global market share in the world

eExcellent processing technology provides high reflectivity
eFlexibly customize a variety configuration and sizes
eAchievements of monthly production of 1 million or more
eAn ideal solution for LIDAR long-distance detection

for LIDAR e

o

dDlygon Laser
Scanners
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Automotive Grade Drone Topography
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